NOTES:

1. SEE TECH MEMO TM—2018-01 FOR BLOCK REINFORCEMENT
REQUIREMENTS.

2. VARIOUS FACE TEXTURES ARE AVAILABLE. WHERE MULTIPLE
PATTERNS ARE USED WITHIN A TEXTURE, INSTALL PATTERNS
RANDOMLY.
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DISCLAIMER:

These typical details are preliminary and conceptual in nature. They are provided for general information
purposes only. Anyone making use of these details and related information does so at their own risk and
assumes all liability for such use. Site specific design should be performed by a licensed Professional
Engineer based on actual site conditions, materials, and local practices.

Stone Strong LLC retains al common law, statutory, and other reserved rights to these drawings including
the copyright. Limited license is granted to copy, reproduce, or modify the details to prepare construction
drawings for Stone Strong retaining walls. Stone Strong LLC makes no warranties, either expressed or
implied, of merchantability or fitness for any particular purpose, and accepts no responsibility for the
accuracy, suitability, or completeness of information contained herein.

BATTERED FACE

NOT TO SCALE

B STONE

STRONG

SYSTEMS

www.stonestrong.com

PROJECT

COMPONENTS
STONE STRONG SYSTEMS

DATE:6/29/18 |FILE:01_Block.24sf.Batt




