N

S—

PLACE FIRST COURSE LEVEL

TO PROPER LINE & GRADE

1%" COMPACTED ROCK
OR LEAN CONCRETE

46"

NOTE: BEARING CONDITIONS SHALL BE

*9” MIN:

OBSERVED BY THE SITE GEOTECHNICAL  BASE THICKNESS MAY
ENGINEER. BASE DIMENSIONS MAY BE
INCREASED TO ADDRESS DEFICIENT SOIL

BEARING CONDITIONS.

6—28 WALL BASE

NOT TO SCALE

*FOR WALL HEIGHTS OF 6’ OR LESS,

BE REDUCED TO 6"

CHECK ON AVAILABILITY OF ALL UNITS w/ LOCAL PRODUCER/
DEALER. SOME UNITS MAY HAVE LIMITED AVAILABILITY.

DISCLAIMER:

These typical details are preliminary and conceptual in nature. They are provided for general information
purposes only. Anyone making use of these details and related information does so at their own risk and
assumes all liability for such use. Site specific design should be performed by a licensed Professional
Engineer based on actual site conditions, materials, and local practices.

Stone Strong LLC retains al common law, statutory, and other reserved rights to these drawings including
the copyright. Limited license is granted to copy, reproduce, or modify the details to prepare construction
drawings for Stone Strong retaining walls. Stone Strong LLC makes no warranties, either expressed or
implied, of merchantability or fitness for any particular purpose, and accepts no responsibility for the
accuracy, suitability, or completeness of information contained herein.
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